" & CENTURIONPRO

ELITE TRIMMING TECHNOLOGIES

HP1 BUCKER SPECIFICATIONS |:)|g

HP1 BUCKER HP1 BUCKER FEATURES

NA: 5 Amp - 120V, 60Hz Single Phase
Input Voltage EU, AUS: 2.5 Amp - 240, 50Hz Single Phase Feed Throughput +175 Ihs/hr (Hydrated)
Current Draw < 2.5A Operating Feed Entry Sizes 5-hole (3/16", 174", 3/8", 1/2", 3/4")
Drive Motor 0.75HP, IP54 Feed Types Wet/Dry
Motor RPM 1690 RPM
Roller Sets Neoprene Rubber
Variable Speed Yes
Weight (w/ stand) 1981bs / 90kg Motor Pulse Yes
Length (w/ stand) 37in / 94cm Reverse Operation Yes
Width (w/ stand) 32.5in / 83cm Duty Cycle Continuous
Height (w/ stand) 59in / 150cm
Pull Speed 10-30 in/s
- . NA: 15A/120V
Circuit Breaker Required T AN
1 EU, AUS: 15A/220V Pull Strength > 400 lbs
GMP Compliant* Yes
HP1- ADDITIONAL REQUIREMENTS P
UL Compliant* Yes
14 AWG (min AWG SIZE
(mi ) CE Compliant* Yes
EXTENSION CORD
RoHS Compliant* Yes
7.6m/25ft MAX LENGTH
Primary Material 304 Stainless Steel / Aluminum
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